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The article is devoted to the analysis of physical 
essence of the process of air pollution reduction 
for the woodworking shop of the enterprise serv- 
ing the objects of urban development, within the 
framework of physical and energy approach. 
According to this approach, wood dust is con- 
sidered from the position of disperse systems 
theory, which changes its properties under the 
influence of external disperse systems. The 
whole process is gradually illustrated by a phys- 
ical model of air pollution reduction process, as 
well as a scheme of transformation of the dis- 
perse system (dust aerosol) in the process of air 
pollution reduction. 
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CTaTba MNOcBAMeHa aHalM3y Pu3su4eCKON CyII- 
HOCTH IIpolecca CHWKeHHA 3arpx3HeCHHA BO3- 
TYMHOW cpebl WIA WepeBooOpavdarTsiBarollero 
exa IIpeqIpuATuA, OOCIYyXUBAFOINerO OObCKTHI 
TOPOJACKOrO CTPOUTeJIbCTBa, B paMKax (H3HKO- 
9HepreTuyecKkoro WoOyXONa. CormacHoO 3ITOMY 
TOJXOAY JIpeBecHas IIbIIb PaCCMaTpuBaeTCA C 
TO3HIJMM TeOpHu JMCIepCHbIX CHCTeM, KOTOpaA 
MeHHe€T CBOH CBOHCTBa HON BO3NeHCTBHeEM 
BHeIMIHUX JIMCMepcHbIx cucTemM. Becb mporecc 
TOITaANHO WIKOCTpUpyeT du3v4eckad MOJIeJIb 
Ipowecca CHYWKeHHA 3arpx3HeCHHA BO3YWIHOM 
Cpebl, a Take cxeMa TpaHcdopMauMu uc- 
II€PCHOH CHCTeMBI (IIbUICEBOTO a3poO30JIA) B IIpo- 
Ilecce CHYWMKCHHA 3arpxA3HCHHA BO3SYINHOM cpe- 
JIbI. 

KurouesBbie CJI0Ba: 32KOUOTM4eCKad Oe30rac- 
HOCTb B CTIPOHMTelIbCTBe, OObEKT TOpOCKOro 
CTPOUTeJIbCTBa, JMCIepcHad CUCTeMa, JJepeBo- 
oOpaOaTHIBaFOlHi ex, JpeBecHad MblIb, CHH- 
%KeCHHE 3alpAZ3HCHUA BO3STYINHOUM cpeybl, du3n- 
KO-9HepreTuyecKHH TOXoL, du3nyeckad MO- 
JieIb TWpowecca CHWKeHHA 3alpsx3HeCHHA BO3- 
JLYWIHOU CpeJIpl. 


Introduction. Promising development of the Russian construction industry using wood products 
such as shuttering, frame houses elements, joists and floorboards, plywood, parquet products inevitably 
leads to aggravation of air pollution problems with wood dust in the processing of wood raw materials [1, 
2]. Therefore, the modern level of production development involves the use of scientifically based ap- 
proaches to the choice of methods and means of ensuring environmental safety in construction that meet 
the requirements of environmental and energy efficiency [3, 4]. At the same time, physical-energy ap- 
proach is the most preferable for the above criteria for solving such problems [5]. 
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Main part. According to this approach, dust, formed as a result of woodworking, is considered 
according to the theory of disperse systems [6-8]. The properties of wood dust particles as a dispersed 
phase suspended in air or gas flow may differ significantly from the properties of the captured dust mate- 
rial [9]. This difference may occur especially in the removal of wood dust from the air. This happens due 
to the fact that a certain proportion of wood dust particles in the ventilation air flow is an aggregate con- 
sisting of several dust particles. Such aggregates behave like large particles. The more dust aggregates in 
the air, the easier it is to separate them from the flow and thus ensure a sufficiently high cleaning efficien- 
cy [10]. 

For wood dust, an effective reduction of air pollution of the construction company working area 
and the atmosphere surface layer is achieved by the implementation of two main cycles [5]: 

— reduction of pollution of wood raw materials or technological equipment; 

— reduction of air pollution by wood dust. 

It is obvious that the first cycle (consolidation and retention of wood dust particles) is more ration- 
al, but its implementation does not ensure compliance with the MPC in the working area air and in the 
atmosphere surface layer [12]. 

The second cycle (capture, cleaning, dispersion) is traditionally used to comply with the regulato- 
ry parameters of air environment in the construction industry. The second cycle of the process of reducing 
air pollution with wood dust includes the appropriate stages of implementation. 

To investigate physical nature of air pollution reduction process with wood dust, we present this 
process as a set of consistently occurring targeted processes implemented at each stage of pollution in the 
process of woodworking at the construction industry. 

The first cycle consists of the following functional elements: 

— dust consolidation, which is strong consolidation of dust material particles with wood raw mate- 
rial; 

— dust retention, namely, to retain the formed particles of wood dust in the vicinity of wood raw 
material. 

The second cycle includes: 

— dust capture, which is to prevent the spread of wood dust particles and ensure their removal from 
air directly in the area of its source; 

— dust cleaning, consisting in the maximum separation of the dispersed phase and the dispersion 
medium of dust; 

— dust dispersion, namely, the intensive separation of wood dust particles in air medium with sub- 
sequent settling. 

Dispersion of wood dust particles in the atmosphere can occur naturally or by force. Natural dis- 
persion involves the release of wood dust at the roof level of the working area building and is largely de- 
pendent on meteorological conditions (wind speed, temperature, relative humidity, etc.) and the state of 
the atmosphere surface layer (potential air pollution, stratification factor, etc.). In this case, 1f the efficien- 
cy of the cleaning process does not meet regulatory requirements (MPE), forced dispersion is applied. 
The analysis of cleaning process shows the need for dispersion of wood dust particles. 

The analysis results of the process of reducing environmental pollution with wood dust formed the 
basis for the construction of a physical model of this process for the enterprise woodworking shop serving 
the objects of urban construction (Fig. 1). 

In the process of interaction of raw materials (dry edged board) with the working body of techno- 
logical equipment (cutting head blade of four cutter) wood dust is formed, which is an "Initial-I"("W-I") 


disperse system. 
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Fig. 1. Physical model of the process of reduction of air environment pollution for woodworking shop 


In this case external influence on "V-I" system in the capture process is an additional disperse sys- 
tem "JI-II.1". Two disperse systems are formed as a result of the interaction of "W-I" and "JI-II.1." dis- 
perse systems: 

—"Q-II.1" system, which is initially in a state of wood dust, but loses its stability. It can go into the 
initial material state, but in the real world remains in the air of the working area; 

— "TI-II.1" disperse system contains the maximum amount of dispersed phase. The stability of the 
system increases slightly over time. The system moves to the cleaning area. 

"JI-I[.2" system has an impact on "IJ—II.1" in the purification process. In this case, two systems are 
formed: 

— "Q-II.2" - fixed disperse system directed to the waste system. It is characterized by a high con- 
tent of dust particles and increased stability. 

— "TJ-II.2" - a polluting dust with a certain residual concentration of wood dust particles directed 
either to the atmosphere (in compliance with the MPE) or to the zone of forced dispersion. 
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Two systems are also formed in the process of forced dispersion (when this happens "TI-II.2" and 
"){-If.3" disperse systems interact): 

— "Q-II.3" - is directed to ecologically insignificant areas in the form of aerosol. The stability of 
the system first falls, then it stabilizes. 

— "Q-II.4 " - continues to spread in the air of the atmosphere surface layer. It is represented by a 
minimum number of wood dust particles, remains in aerosol state; its stability grows slightly in time, then 
it stabilizes. 

As a result of successive influence on the initial, intermediate and residual disperse systems by ex- 
ternal disperse systems in accordance with the laws of conservation of mass and energy, there is a trans- 
formation of interacting disperse systems. This transformation means that the newly formed disperse sys- 
tems differ from the interacting ones in IIC, W, U. This inter-transition of disperse systems ultimately 
affects their stability and can be illustrated by the following scheme. Fig. 2 provides an illustration of 
transformation of disperse dust aerosol systems and changes in their stability in the process of air pollu- 
tion reduction. 
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Fig. 2. Scheme of transformation of the wood dust disperse system in the process of air pollution reduction 


Conclusion. The analysis of physical nature of air pollution reduction process for the woodwork- 
ing shop will allow further research to move to the stage of selection of environmentally and energy effi- 
cient methods and means of ensuring environmental safety in construction, taking into account the trans- 
formations of the polluting disperse system, which "additional" disperse systems subject it to at the stages 
of capture, purification and dispersion of wood dust. 
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